
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for Burkina Faso 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

BF ABD  Aribinda    Airport;  Code adopted by IATA or ECLAC    

BF ARL  Arly    Airport;  Code adopted by IATA or ECLAC    

BF BER  Bérégadougou    Rail terminal; Road terminal;  Recognised location 1046N 00445W  

BF BNR  Banfora    Airport;  Code adopted by IATA or ECLAC    

BF BOG  Bogandé    Airport;  Code adopted by IATA or ECLAC  1259N 00008W  

BF BOU  Boulsa    Airport;  Code adopted by IATA or ECLAC    

BF BOY  Bobo-Dioulasso  HOU  Airport;  Code adopted by IATA or ECLAC  1112N 00418W  

BF BRO  Boromo  BAL  Road terminal;  Recognised location 1145N 00256W  

BF BUS  Bousse  OUB  Road terminal;  Recognised location 1239N 00153W  

BF DBG  Diébougou    Airport;  Code adopted by IATA or ECLAC  1058N 00315W  

BF DGU  Dédougou    Airport;  Code adopted by IATA or ECLAC  1228N 00328W  

BF DIP  Diapaga    Airport;  Code adopted by IATA or ECLAC    

BF DJI  Djibo    Airport;  Code adopted by IATA or ECLAC    

BF DOR  Dori    Airport;  Code adopted by IATA or ECLAC    

BF FNG  Fada-Ngourma    Airport;  Code adopted by IATA or ECLAC  1204N 00021E  

BF GAO  Gaoua    Airport;  Code adopted by IATA or ECLAC    

BF GOG  Gorom-Gorom    Airport;  Code adopted by IATA or ECLAC    

BF HOU  Houndé  TUI  Road terminal;  Recognised location 1130N 00331W  

BF KAN  Kantchari    Airport;  Code adopted by IATA or ECLAC    

BF KAY  Kaya    Airport;  Code adopted by IATA or ECLAC    

BF KOR  Kourouma    Road terminal;  Recognised location 1137N 00448W  

https://www.unece.org/cefact/locode/service/location.html
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UN/LOCODE Location Name State Functionality Status Coordinatesi 

BF KOS  Kossodo    Road terminal;  Recognised location 1225N 00128W  

BF KOU  Koudougou    Rail terminal; Road terminal;  Recognised location 1214N 00222W  

BF LEO  Léo    Airport;  Code adopted by IATA or ECLAC  1106N 00206W  

BF LIG  Yaramoko  MOU  Road terminal;  Recognised location 1148N 00317W  

BF MAN  Mana  BAL  Road terminal;  Recognised location 1152N 00322W  

BF NAT  Natougou  TAP  Road terminal;  Recognised location 1237N 00141E  

BF NOU  Nouna    Airport;  Code adopted by IATA or ECLAC    

BF OB2  Ziniaré  OUB  Port; Road terminal;  Recognised location 1235N 00118W  

BF ORO  Orodara  KEN  Road terminal;  Recognised location 1059N 00455W  

BF OUA  Ouagadougou    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

BF OUG  Ouahigouya    Airport;  Code adopted by IATA or ECLAC    

BF PAM  Pama    Airport;  Code adopted by IATA or ECLAC    

BF PEN  Péni  HOU  Road terminal;  Recognised location 1057N 00429W  

BF POU  Poura    Road terminal;  Recognised location 1039N 00305W  

BF PUP  Po    Airport;  Code adopted by IATA or ECLAC    

BF SAP  Saponé  BAZ  Road terminal;  Recognised location 1206N 00133W  

BF SEB  Sebba    Airport;  Code adopted by IATA or ECLAC    

BF TEG  Tenkodogo    Airport;  Code adopted by IATA or ECLAC    

BF TEM  Tema  PAS  Road terminal;  Recognised location 1305N 00147W  

BF TMQ  Tambao    Airport;  Code adopted by IATA or ECLAC    

BF TUQ  Tougan    Airport;  Code adopted by IATA or ECLAC    

BF WON  Wona (Ouona)  TUI  Road terminal;  Recognised location 1158N 00325W  

BF YKP  Yako  PAS  Road terminal;  Recognised location 1258N 00216W  

BF ZAB  Zabré    Airport;  Code adopted by IATA or ECLAC  1110N 00038W  

BF ZIG  Ziga    Road terminal;  Recognised location 1237N 00049W  
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i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 

Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




