
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for Fiji 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

FJ AQS  Saqani    Function not known  Code adopted by IATA or ECLAC    

FJ BFJ  Ba    Airport;  Code adopted by IATA or ECLAC    

FJ BVF  Bua    Airport;  Code adopted by IATA or ECLAC    

FJ BXL  Blue Lagoon    Airport;  Code adopted by IATA or ECLAC    

FJ CST  Castaway    Airport;  Code adopted by IATA or ECLAC    

FJ ELL  Ellington Wharf    Port;  Recognised location 1721S 17813E  

FJ ICI  Cicia    Airport;  Code adopted by IATA or ECLAC    

FJ KAY  Wakaya Island    Function not known  Code adopted by IATA or ECLAC    

FJ KDV  Kandavu    Function not known  Code adopted by IATA or ECLAC    

FJ KVU  Korolevu    Function not known  Code adopted by IATA or ECLAC    

FJ KXF  Koro Island    Function not known  Code adopted by IATA or ECLAC    

FJ LBS  Labasa  07  Port; Airport;  Recognised location 1625S 17923E  

FJ LEV  Bureta Apt/Levuka    Port; Airport;  Entry that will be removed from 
the next issue 

1740N 17849E  

FJ LKB  Lakeba    Function not known  Code adopted by IATA or ECLAC    

FJ LTK  Lautoka  01  Port; Rail terminal; Road terminal;  Recognised location 1737S 17727E  

FJ LUC  Laucala Is    Function not known  Code adopted by IATA or ECLAC    

FJ MAL  Malau (Labasa)    Port; Road terminal;  Recognised location 1622S 17923E  

FJ MFJ  Moala    Function not known  Code adopted by IATA or ECLAC    

FJ MNF  Mana Island    Function not known  Code adopted by IATA or ECLAC    

FJ MOM  Momi    Port; Rail terminal; Road terminal;  Recognised location 1755S 17717E  

https://www.unece.org/cefact/locode/service/location.html
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UN/LOCODE Location Name State Functionality Status Coordinatesi 

FJ NAM  Nambouwalu    Port; Road terminal;  Recognised location 1659S 17842E  

FJ NAN  Nadi    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

FJ NGI  Ngau Island    Function not known  Code adopted by IATA or ECLAC    

FJ NTA  Natadola    Function not known  Code adopted by IATA or ECLAC    

FJ ONU  Ono-i-Lau  E  Road terminal;  Code adopted by IATA or ECLAC  2040S 17843W  

FJ PHR  Pacific Harbor    Function not known  Code adopted by IATA or ECLAC    

FJ PTF  Malolo Lailai Island  W  Road terminal;  Code adopted by IATA or ECLAC  1747S 17712E  

FJ RBI  Rabi    Function not known  Code adopted by IATA or ECLAC    

FJ RTA  Rotuma    Port; Airport;  Code adopted by IATA or ECLAC    

FJ SIN  Singatoka    Port; Road terminal;  Recognised location 1810S 17731E  

FJ SUV  Suva  12  Port; Airport; Postal exchange office;  Code adopted by IATA or ECLAC  1808S 17827E  

FJ SVU  Savusavu    Port; Airport;  Code adopted by IATA or ECLAC    

FJ TTL  Turtle Island    Function not known  Code adopted by IATA or ECLAC    

FJ TVU  Taveuni    Function not known  Code adopted by IATA or ECLAC    

FJ VAT  Vatia Wharf    Port; Road terminal;  Recognised location 1724S 17746E  

FJ VAU  Vatukoula    Function not known  Code adopted by IATA or ECLAC    

FJ VBV  Vanua Mbalavu  E  Road terminal;  Code adopted by IATA or ECLAC  1714S 17857W  

FJ VTF  Vatulele    Function not known  Code adopted by IATA or ECLAC    

FJ VUD  Vuda    Port;  Recognised location 1736S 17730E  

FJ WAI  Wairiki    Port;  Recognised location 1655S 17840E  

FJ YAS  Yasawa Island    Function not known  Code adopted by IATA or ECLAC    

 

                                                           
i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 
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Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




