
 

United Nations Code for Trade and Transport Locations (UN/LOCODE) for Namibia 

N.B. To check the official, current database of UN/LOCODEs see: https://www.unece.org/cefact/locode/service/location.html 
 

UN/LOCODE Location Name State Functionality Status Coordinatesi 

NA ADI  Arandis    Airport;  Code adopted by IATA or ECLAC    

NA AIW  Ai-Ais    Airport;  Code adopted by IATA or ECLAC    

NA BQI  Bagani    Airport;  Code adopted by IATA or ECLAC    

NA ERS  Windhoek Eros Airport  KH  Airport;  Recognised location 2236S 01704E  

NA GFY  Grootfontein    Airport;  Code adopted by IATA or ECLAC    

NA GOG  Gobabis    Airport;  Code adopted by IATA or ECLAC    

NA HAL  Halali    Airport;  Code adopted by IATA or ECLAC    

NA HTN  Henties Bay (Hentiesbaai)  ER  Road terminal;  Recognised location 2207S 01417E  

NA KAS  Karasburg    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

NA KMP  Keetmanshoop    Airport;  Code adopted by IATA or ECLAC    

NA KRB  Karibib    Road terminal;  Recognised location 2156S 01551E  

NA LUD  Lüderitz    Port; Airport;  Code adopted by IATA or ECLAC  2639S 01510E  

NA MAR  Mariental    Postal exchange office;  Code adopted by IATA or ECLAC    

NA MJO  Mount Etjo Lodge    Airport;  Code adopted by IATA or ECLAC    

NA MPA  Mpacha    Airport;  Code adopted by IATA or ECLAC    

NA MQG  Midgard    Airport;  Code adopted by IATA or ECLAC    

NA MTH  Maltahohe  HA  Multimodal function, ICD etc.;  Request under consideration 2450S 01659E  

NA NDU  Rundu    Airport;  Code adopted by IATA or ECLAC    

NA NNI  Namutoni    Airport;  Code adopted by IATA or ECLAC    

NA OGV  Ongava Game Reserve    Airport;  Code adopted by IATA or ECLAC    

NA OHI  Oshakati    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

https://www.unece.org/cefact/locode/service/location.html
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UN/LOCODE Location Name State Functionality Status Coordinatesi 

NA OKF  Okaukuejo    Airport;  Code adopted by IATA or ECLAC    

NA OKU  Mokuti Lodge    Airport;  Code adopted by IATA or ECLAC    

NA OMA  Omaruru  ER  Road terminal;  Recognised location 2126S 01556E  

NA OMD  Oranjemund    Airport;  Request under consideration   

NA OMG  Omega    Airport;  Code adopted by IATA or ECLAC    

NA OND  Ondangwa    Airport;  Code adopted by IATA or ECLAC    

NA OOZ  Okahandja  OD  Multimodal function, ICD etc.;  Recognised location 2159S 01655E  

NA OPW  Opuwa    Airport;  Code adopted by IATA or ECLAC    

NA OSH  Oshikango  OW  Multimodal function, ICD etc.;  Recognised location 1724S 01553E  

NA OTJ  Otjiwarongo    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

NA OTP  Otavi  OD  Road terminal;  Recognised location 1939S 01720E  

NA RUA  Ruacana  KU  Port; Multimodal function, ICD etc.;  Request under consideration 1726S 01421E  

NA SWP  Swakopmund    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

NA SZM  Sesriem    Airport;  Code adopted by IATA or ECLAC    

NA TCY  Terrace Bay    Airport;  Code adopted by IATA or ECLAC    

NA TSB  Tsumeb    Airport;  Code adopted by IATA or ECLAC    

NA VFG  Ariamsvlei  KA  Road terminal;  Recognised location 2807S 01949E  

NA WDH  Windhoek    Airport; Postal exchange office;  Code adopted by IATA or ECLAC    

NA WOR  Noordoewer  KA  Road terminal; Postal exchange office;  Code adopted by IATA or ECLAC  2845S 01737E  

NA WVB  Walvis Bay    Port;  QQ    

NA ZAR  Aussenkehr    Multimodal function, ICD etc.;  Recognised location 2821S 01723E  

 

                                                           
i
This column contains the geographical coordinates (latitude/longitude) of the location, if there is any. In order to avoid unnecessary use of non-standard characters and 

space, the following standard presentation is used: 

0000lat 00000long (lat - Latitude: N or S ; long – Longitude: W or E, only one digit, capital letter) 
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Where the last two rightmost digits refer to minutes and the first two or three digits refer to the degrees for latitude and longitude respectively. In addition, you must 
specify N or S for latitude and W or E for longitude, as appropriate. 




